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This  Supplement  to  the  1979  Fiscal  Year  Capital  Budget 
contains  the  preliminary  plans  aind.  outline  specifications 
for  major  construction  projects  included  therein. 

The  purpose  of  this  Supplement  is  to  assist  in  visualizing 
the  projects  and  their  functions.   It  should  be  studied  with 
the  Capital  Budget  Report.  This  document  is  designed  to 
meet  the  requirement  of  Article  I^A,  Section  10  of  the 
Annotated  Code  of  Maryland  which  calls  for  the  submittal  of 
preliminary  plans  and  outline  specifications  for  major 
permanent  construction  projects  at  the  time  the  construction 
funds  are  requested  and  Article  88C,  Section  10  of  the  Annotated 
Code  of  Maryland  covering  submittal  of  required  programs  and 
changes  in  projects  after  preliminary  plans  are  completed. 

The  estimated  building  costs  given  in  the  Supplement  include 
all  fees  involved. 
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DEPAHTMENT  OP  GENERAL  SERVICES 

ADDITION  AM)  RENOVATION  TO  RECORDS  CENTER 
Waterloo,  Maryland 

PROJECT  DESCRIPTION 

Construction  of  a  52,600  gross  square  foot  addition  to  the  existing 
Procurement  Warehouse  for  the  storage  of  inactive  records  of  all  State 
agencies  and  renovation  of  the  existing  records  storage  area  for  the 
administrative  functions  of  the  Records  Management  Division.   The 
administrative  and  storage  fimctions  of  the  Division  will  be  consolidated 
from  three  outlying  locations  into  this  one. 

PRELIMINARY  PLAIJS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Brick,  block  back-up  with  cavity  construction. 

Structure Steel  framing. 

Roof Metal  deck  built-up  roof  over  2^  insulation. 

Interior  Block  painted. 

Ceilings  Exposed  structure  in  warehouse.  Acoustical  in 

office  area. 

Floors  Concrete  in  warehouse.  Vinyl  asbestos  tile  in  office. 

Electric Warehouse  lighting  with  fluorescent  fixtures  for  the 

storage  area. 

Heating Forced  air. 

Plumbing  Existing. 

Air  Conditioning  .  .  Office  only. 

Miscellaneous.  .  .  .  Humidity  control  for  Record  storage  area. 


ESTIMATED  PROJECT  COST 

Design  $     115,000 

Addition  and  Renovation 2 , 1  lt.0 ,  000 

Total $2,255,000 
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MILITAEY  DEPARTTffiOT] 

Westminster  Armory 
Westminster,  Maryland 

PROJECT  DESCRIPTION 

The  Armory  will  contain  approximately  18,000  gross  square  feet  of  space. 
The  facility  will  contain  a  6,300  sq.  ft.  Assembly  Hall,  a  rifle  range, 
classrooms,  library,  locker  room,  weapons  vault,  unit  storage  and  administrative 
offices. 

PRELIMIMARY  PLANS  Affl)  OUTLIKE  SPECIFICATIONS 

Plans  are  shown  at  ri^t.   Outline  specifications  are: 

Exterior  walls  .  .  .  Brick  cavity  with  slag  block  backup. 

Structure Masonry  bearing  walls  -  steel  joists. 

Roof Built-up  composition  roof. 

Interior  Painted  slag  block. 

Ceilings  Suspended  acoustic  type  w'lere  appropriate. 

Floors  ,  Vinyl  asbestos  tile  in  offices,  classrooms  and  locker 

area.  Wood  floor  in  drill  hall. 

Electric Standard  fixtures  for  this  type  building. 

Heating Oil  fired  furnace  -  combination  forced  air  and  hot  water. 

Plumbing  Standard  fixtures  as  required. 

Air  Conditioning  .  .  Administrative  space  and  classrooms. 


ESTIMATED  STATE'S  SHARE  OF  PROJECT  COST 

Construction $511;, 000 

Utilities 7U,000 

Site  Improvements 186,000 

Total $77U,000 
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MEMTAL  HIGIENE  ADMINISTRATION 

RENOVATION  OP  ONE  REID  BRICK  COTTAGE 
Spring  Grove  Hospital  Center 

PROJECT  DESCRIPTION 

This  project  is  to  renovate  one  of  the  Red  Brick  Cottages  to  bring  it  into 
compliance  with  applicable  standards  and  regulations.   The  renovation  of  this 
17»500  gross  square  foot  building  will  provide  modernized  bath  and  toilet 
facilities,  patient  rooms  of  h   beds  each  or  less,  air  conditioning  and  an 
elevator. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Existing  masonry. 

Structure Existing  concrete  frame,  wall  bearing. 

Roof  Existing  slate  shingle  on  nailable  concrete  plank  over 

steel  trusses. 

Interior  Existing  and  new  masonry  partitions  and  stud  partitions 

with  dry  wall  facing. 

Ceilings Existing  and  new  plaster,  dry  wall  and  suspended 

acoustical. 

Floors Existing  and  new  resilient  tile  and  ceramic  tile. 

Electric  Existing  system  upgraded  and  extended.  New  lighting 

fixtiores  on  first  and  second  floors. 

Heating Existing  system  upgraded,  extended  and  altered  to 

provide  for  a/C. 

Plumbing  Existing  system  upgraded  and  extended.  New  piping, 

fixtures  on  second  floors. 

Air  Conditioning  .  .  A  completely  new  air  conditioning  system  will  be 

provided  for  all  patient  and  personnel  areas  in  the 
buildings. 

Miscellaneous.  .  .  .  New  emergency  lighting,  nurses  call,  elevator  and 

outdoor  electrical  distribution  systems  will  be 
provided. 


ESTIMATED  PROJECT  COST 

Renovation  $600,000 
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Second   Floor 


First   Floor 


Renovation  of 

Red  Brick  Cottages  1,2,3&4 

Spring  Grove  Hospital  Center 


MENTAL  HYGIENE  ADMINISTRATION 

CONSTRUCTION  OP  DIAGNOSTIC  AND  INTENSIVE  TREATMENT  BUILDING 
Springfield  Hospital  Center 

PROJECT  DESCRIPTION 

This  project  is  to  construct  a  new  patient  building  of  100  bed  capacity 
as  a  replacement  for  old  buildings  which  are  not  architecturally  or 
economically  suitable  for  renovation  to  meet  current  patient  care  standards. 
The  building  will  be  a  single  story  structure  containing  four  25  bed  wards 
consisting  of  a  mix  of  single  bed,  two  bed  and  four  bed  bedrooms,  and  will 
be  air  conditioned.   The  building  will  also  contain  space  for  professional 
support,  day  rooms,  dining  and  occupational  therapy.   The  gross  area  is 
about  l4.3>600  gross  square  feet. 

PRELIMINARY  PLAUS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are; 

Exterior  walls  .  .  .  Generally  brick  masonry  with  anodized  aluminum 

windows  and  doors. 

Structure Concrete  slabs  on  grade  with  load-bearing  concrete 

construction  over  basement  areas.  Wall  bearing 
framed  steel  superstructure. 

Roof  Asphalt  shingles  on  nailable  concrete  deck  over 

steel  purlins  and  roof  trusses. 

Interior  Masonry  partitions  and  drywall  partitions  on  steel 

studs.   Solid  core  wood  doors  in  hollow  metal  frames. 
Generally  paint  finish. 

Ceilings  Suspended  acoustical  ceilings  in  most  areas.  Haxd 

surfaced  ceilings  in  selected  areas. 

Floors Resilient  tile  or  sheet  flooring  in  patient  area. 

Carpeting  in  selected  administrative  spaces  for 
acousticals  purposes. 

Electric Normal  lighting  and  power  for  this  type  of  building. 

Emergency  lighting  and  power  as  required.   Nurses 
call  system  and  patient  monitoring  system. 

Heating Normal  for  this  type  of  installation.   Provisions 

for  emergency  power  to  provide  heat. 

Plumbing Normal  for  this  type  of  installation. 

Air  Conditioning  .  .  Building  will  be  completely  air  conditioned. 

Miscellaneous.  .  .  .  Building  will  be  fully  sprinklered. 

ESTIMATED  PROJECT  COST 

Construction  $  2,820,000 

Utilities 50,000 

Site  Improvements 2^0,000 

Total I  3,120,000 
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DIYISIOW  OP  COEEECTIOW 

SCHOOL  FACILITY  ON  2nd  FLOOR  OP  PRINT  SHOP 
Maryland  Penitentiary  -  Baltimore  City 

PROJECT  DESCRIPTION 

The  project  will  convert  a  I7O'  x  36'  room  into  a  school  facility  for  the 
Penitentiary  which  will  contain  7  classrooms,  2  staff  rooms,  a  library,  guard 
station  and  toilet  facilities. 

PRELIMNARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Ebcterior  walls  .  .  .  Existing  structure. 

Structure Fireproof  structure  with  walk  stairs  to  2nd  floor. 

Roof Existing  roof. 

Interior  Painted  masonry  and  gypsum  wallboard  partitions. 

Ceilings  Suspended  acoustic  ceilings. 

Floors  Vinyl  asbestos  tile  layed  on  concrete  floor. 

Electric  Renovated  and  extended  electrical  lines  to  accommodate 

new  program  space  requirements. 

Heating Steam  from  Central  Heating  Plant. 

Plumbing  Renovated  and  extended  to  accommodate  new  program. 

Air  Conditioning  .  .  Central  air  conditioning  system  to  cooJ  only  the 

School  facility . 

Miscellaneous.  .  .  .  Chalkboards  and  other  required  classroom  items. 


ESTIMATED  PROJECT  COST 

Renovation  $282,000 
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DIVISIOW  OF  CORRECTION 

RMOVATION  OF  OLD  DINING  HALL 
Maryland  Penitentiary  -  Baltimore  City 

PROJECT  DESCRIPTION 

This  project  will  convert  the  Old  Dining  Room  into  a  Recreation/Multipurpose 
facility.   The  21 ,0i49  square  foot  building  will  be  converted  to  provide  space 
for  most  types  of  recreational  activities  except  for  basketball.   It  will  also 
provide  a  segregated  area  for  recreation  for  those  inmates  who  are  in  protective 
custody. 

PRELIMNARy  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Existing  structure  brick  and  block  exterior. 

Structure Existing  masonry  of  structure. 

Roof  Existing  composition  built-up  roof. 

Interior Existing  partitions,  also  new  masonry  and  dry  wall 

partitions;  painted  walls. 

Ceilings  Suspended  acoustic  ceiling. 

Floors Vinyl  tile  layed  on  base  floor. 

Electric System  to  be  upgraded  and  extended  to  meet  new  requirement 

Heating Steam  from  central  heating  plant. 

Plumbing System  to  be  upgraded  and  modified  to  meet  new  requirement 


ESTIMATED  PROJECT  COST 

Construction  $810,000 

Utilities 10,000 

Site  Improvements 10,000 

Total $830,000 
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DrVTSION  OP  COEEIECTION 

CONVERSION  OF  HEADQUARTERS  BUILDING 
Maryland  Correctional  Camp  Center 

PROJECT  DESCRIPTION 

Project  will  complete  the  conversion  of  the  Headquarters  Building  to  a 
meditim  security  facility.   Two  prefabricated  modular  type  buildings  will  be 
erected  to  provide  administrative  space  and  vocational  shop  space.  Perimeter 
road,  extension  of  utilities  and  lifesafety  devices  will  also  be  included  in 
this  phase. 

PRELIMINARy  PLANS  Affl)  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  ri^t.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry  prefab  panels. 

Structure Prefab  masonry  panel  with  steel  joists. 

Roof Built-up  composition  roof. 

Interior  Painted  wall  interiors. 

Ceilings  Suspended  acoustical  tile. 

Floors  Vinyl  asbestos  floors  on  concrete  surface. 

Electric Standard  floor  fixtiores. 

Heating Individual  oil  fired  heating  plants. 

Plumbing  ......  Standard  lavatory  fixtures  for  rest  rooms. 

Air  Conditioning  .  .  Administrative  space  only. 


ESTIMATED  PROJECT  COST 

Construction  $  936,000 

Utilities 169,000 

Site  Improvements 9^,000 

Total $1,200,000 
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DIVISION  OF  CORRECTION 

ALL-PURPOSE  BUILDING 

Poplar  Hill  Correctional  Camp 

PROJECT  DESCRIPTION 

This  structure  will  be  similar  to  the  facility  being  constructed  at  Eastern 
Correctional  Camp.   It  will  contain  approximately  3>8J40  gross  square  feet  to 
include  administrative  offices,  classrooms,  lounge,  study  area,  medical  treatment 
room  and  game  areas. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry:  Brick  cavity  walls,  block  back-up. 

Structure Bearing  walls  with  metal  roof  trusses. 

Roof Built-up  composition  roof. 

Interior  Painted  masonry  and  dry  wall  partitions  -  solid  core 

doors  and  hollow  metal  frames. 

Ceilings  Suspended  acoustic  ceilings. 

Floors  Vinyl  asbestos  tile  layed  on  concrete  floors. 

Electric Standard  for  this  type  structuire. 

Heating Individual  oil  fired  heating  system. 

Plumbing Standard  for  an  office  type  building. 

Air  Conditioning  .  .  Ventilation  fans  with  individual  room  units  for  the 

administrative  areas. 


ESTIllATED  PROJECT  COST 

Constiniction $2^0,000 

Utilities 20,000 

Site  Improvements 20,000 

Total $290,000 
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MAEYLAJH)  STATE  POLICE 

Leonardtown  State  Police  Barracks 
Leonardtovm,  Maryland 

PROJECT  DESCRIPTION 

The  Barracks  building  will  contain  approximately  8,200  gross  square  feet 
with  a  3>600  sq.  ft.  free  standing  garage.   It  will  he  a  single  story  hrick 
structure  similar  to  the  Glen  Buj?nie  Barrack  with  a  communication  center, 
administrative  rooms,  detention  cells  and  a  bedroom  suite. 

PRELIMINARY  PLAITS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Brick  and  block  cavity  wall  construction. 

Structure Steel  frame  with  bar  joists. 

Roof  Built-up  composition  roof  with  reflective  surface. 

Interior  Painted  gy^jsum  wallboard  and  block  partitions. 

Ceilings  Acoustical  ceilings. 

Floors  Vinyl  asbestos  tile,  ceramic  tile  in  toilets. 

Electric  Standard  for  office  type  building. 

Heating Oil  fired  heating  unit. 

Plumbing  Standard  for  office  type  building. 

Air  Conditioning  .  .  Central  Air  conditioning. 


ESTIMATED  PROJECT  COST 

Construction  $719,000 

Utilities 60,000 

Site  Improvements 1^0,000 

Radio  Tower ^9,000 

Total $988,000 
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nmVERSITY  OP  MAilYLAED 

ALTERATIONS  AND  ADDITION  TO  THE 
MATHEMATICS  BUILDING 
College  Park  Campus 

PROJECT  DESCRIPTION 

This  project  consists  of  alterations  to  the  existing  112,000  square  foot 
building  to  include  removal  of  unsafe  mezzanine  floors,  space  modifications, 
overhaul  of  HVAC,  mechanical,  plumbing,  and  electrical  systems,  and  provisions 
for  handicapped  access.   Also  included  is  a  22,000  square  foot  addition 
joined  to  the  rear  of  the  existing  facility  to  house  the  Engineering  and 
Physical  Sciences  Library. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Eixterior  walls  .  .  .  Cavity  wall  construction,  concrete  masonry  units, 

brick. 

Structure Steel  framing,  concrete. 

Roof Plat  type,  built-up. 

Interior  Concrete  masonry  unit  partitions,  dry  wall  partitions, 

Ceilings  Suspended  acoustic  type. 

Floors Carpet,  resilient  tjrpes. 

Electric  To  be  upgraded,  connected  to  central  distribution 

system. 

Heating To  be  upgraded,  connected  to  central  distribution 

system. 

Plumbing Standard  for  this  type  of  building. 

Air  Conditioning  .  .  To  be  installed. 


ESTMATED  PROJECT  COST 

Design  $  190,000 

Construction  5»350,000 

Utilities 75,000 

Site  Improvements 125,000 

Total $5,7UO,000 
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IMIYERSITY  OF  MAEYLAED 

NEW  LIBRAEY,  SCHOOL  OF  LAW 
University  of  Marylaxid  at  Baltimore 

PROJECT  DESCRIPTION 

This  l\.   level  building  will  consist  of  63,i|00  square  feet.   It  will  contain 
seating  for  360  students  and  space  for  a  collection  of  over  200,000  volumes. 
It  will  be  attached  to  the  north  end  of  the  existing  Law  School. 

PRELMiNiyay  plans  and  outline  specifications 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Cavity  wall  construction,  masonry. 

Structure Concrete. 

Roof Flat  type,  built-up. 

Interior  Concrete  masonry  units;  dry  wall. 

Ceilings  Suspended  acoustic  type. 

Floors  Carpet,  resilient  type. 

Electric  Standard,  to  be  connected  to  central  distribution 

system. 

Heating Connected  to  Baltimore  City  steam  distribution  system. 

Plumbing Standard  for  this  type  of  building. 

Air  Conditioning  <.  »  To  be  installed. 


ESTIMATED  PROJECT  COST 

Design    $     2^0,000 

Construction 1+, 200, 000 

Utilities 80,000 

Site  Improvements 170,000 

Total |ii,700,000 
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UMIYERSITY  OP  MAEYLAKD 

ADDITION  TO  ACADEMIC  BUILDING  I 
Baltimore  County  Campus 

PROJECT  DESCRIPTION 

This  79,14.00  square  foot  multi-story  addition  to  the  north  side  of  the 
existing  building  will  house  instructional  and  research  laboratories  and 
offices  for  faculty  in  the  biological  sciencies. 

PEELIICENAEY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry,  glass. 

Structure Concrete. 

Roof Flat  type,  built-up. 

Interior  Masonry  partitions,  dry  wall  partitions. 

Ceilings  Suspended  acoustic. 

Floors  Carpet,  resilient  type. 

Electric  Standard,  to  be  connected  to  central  distribution 

system. 

Heating Connected  to  central  steam  distribution  system. 

Plumbing Standard  for  this  type  of  building. 

Air  Conditioning  .  .  To  be  installed. 


ESTIMATED  PROJECT  COST 

Design  $  1^0,000 

Construction  6,300,000 

Utilities 50,000 

Site  Improvements 50  >  000 

Total $6,550,000 
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STATE  imiVEElSITIES  AND  COLLEGES 

ALTERATIONS  AND  ADDITION  TO  DINING  HALL 
Bowie  State  College 

PROJECT  DESCRIPTION 

This  project  involves  extending  the  Dining  Hall  west  to  the  now  vacant 
Pullen  Library  ty  means  of  an  addition.  When  completed  the  existing  Dining 
Hall,  the  addition,  and  Pullen  Library  will  serve  as  a  single  building 
housing  expanded  dining  and  related  functions.   This  facility  will  consist 
of  a  total  of  614,800  square  feet  of  span,  20,14.00  square  feet  of  new  and 
140,1400  of  remodeled  area. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry. 

Structure Steel  framing. 

Roof  Plat,  built-up. 

Interior  Masonry,  dry  wall  partitions. 

Ceilings  Suspended  acoustic  type. 

Floors  Carpet,  resilient  flooring. 

Electric  To  be  upgraded,  connected  to  central  campus 

distribution  system. 

Heating Connected  to  central  steam  distribution  system. 

Pliunbing Standard  for  this  type  of  building. 

Air  Conditioning  .  .  To  be  installed. 


ESTIMATED  PROJECT  COST 

Design  $  130,000 

Construction  3,2^5,000 

Utilities 26,000 

Site  Improvements 160,000 

Total $3,571,000 
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STATE  imrVERSITIES  AED  COLLEGES 

ALTERATIONS  AND  ADDITION  TO  ERAMPTOM  HALL 
Prostburg  State  College 

PROJECT  DESCRIPTION 

This  project  consists  of  conversion  of  the  39 > 000  square  foot  former  library 
to  house  the  Departments  of  Business  and  Education.   Included  will  be  class- 
room, laboratory  and  office  space.   The  project  also  involves  essential 
modifications  to  the  heating,  plumbing,  and  mechanical  systems,  and  provision 
of  handicapped  access.   A  small  1,300  square  foot  addition  will  provide  a 
necessary  elevator  and  additional  stairwell. 

PRELIMINAilY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry. 

Structure Steel,  concrete. 

Roof  Flat,  built-up. 

Interior  Masonry,  dry  wall  partition. 

Ceilings  Suspended  acoustic. 

Floors  Resilient;  carpet. 

Electric  To  be  upgraded,  connected  to  central  distribution 

system. 

Heating Existing  oil-fired  burner. 

Plumbing Standard  for  this  type  of  building. 

Air  Conditioning  .  .  To  be  installed. 


ESTIMATED  PROJECT  COST 

Design  $   82,000 

Construction  1,^10,000 

Site  Improvements 36,000 

Total $1,628,000 
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STATE  IMTVERSITIES  ATO  COLLEGES 

MAIIWEMAWCB-WAEEHOUSE  BUILDING 
Salisbury  State  College 

PROJECT  DESCRIPTION 

This  facility  will  consist  of  2ij.,000  square  feet  of  shops,  warehouse, 
storage  and  office  space. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry. 

Structure Steel  framing. 

Roof Built-up  flat  type. 

Interior  Masonry  and  dry  wall  partitions. 

Ceilings  Suspended  acoustic  type. 

Floors  Resilient  type,  concrete. 

Electric  Standard,  to  he  connected  to  central  distribution 

system. 

Heating Hot  water  heat,  oil-fired  burners. 

Plumbing Standard  for  this  type  of  building. 

Air  Conditioning  .  .  To  be  installed. 


ESTIMATED  PROJECT  COST 

Design  $   52,000 

Construction  1,113,000 

Utilities 88,000 

Site  Improvements 1814., 000 

Total $1,1437,000 
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STATE  UinVERSITIES  AM)   COLLEGES 

ALTERATIONS  TO  SMITH  HALL 
Towson  State  University 

PROJECT  DESCRIPTION 

This  project  consists  of  renovation  to  the  90,000  square  foot  original 
building  to  include  major  mechanical  overhaul  and  minor  partition 
relocation.   This  renovation  will  integrate  the  original  building  with 
the  new  addition. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls  .  .  .  Masonry. 

Structure Steel  framing. 

Roof Built-up  flat  type. 

Interior  Dry  wall  and  masonry  partitions. 

Ceilings  Suspended  acoustic  ceilings. 

Floors  Resilient  type. 

Electric  To  be  upgraded,  connected  to  central 

distribution  system. 

Heating To  be  connected  to  central  steam  distribution  system. 

Plumbing Standard  for  this  type  of  building. 

Air  Conditioning  .  .  To  be  installed. 


ESTIMATED  PROJECT  COST 

Design  $       55,000 

Construction  2,850,000 

Site  Improvements 25,000 

Total $2,930,000 
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